Kiosk Amplifier
Connections Setting V1-1
	Sound In
	J3

	
	

	Base
	Signal Ground

	Collar
	Left Channel

	Tip
	Right Channel


	Speaker Output
	J4

	
	

	1
	Left Channel Speaker +

	2
	Left Channel Speaker -

	3
	Right Channel Speaker +

	4
	Right Channel Speaker -

	
	Use 1 + 4 for Mono Operation*


*When running Amplifier in Mono mode, make wire link at position R1
	Power Connector
	J1

	
	

	Centre Pin
	+12 Volts

	Sheath
	Ground


Stereo Output Power with a 2 Ohm Load = 11W Per Channel

Stereo Output Power with a 4 Ohm Load = 6W Per Channel

Mono Output Power with a 4 Ohm Load = 22W

Power Supply Rating is 3 Amps at 12 Volts DC

Unit has in-built Automatically Re-setting Fuse.

Unit is protected against Reverse Voltage Polarity

Enclosure of Amplifier acts as Heatsink, so will get warm under normal conditions.

The Lid of the box may be drilled for mounting purposes.

Volume Control protrudes from side of box.

	Sound Input Connector
	3.5mm Stereo Jack Socket

	Power Input Connector
	2.5mm Power Connector

	Speaker Outputs
	4 Way Screw Terminals, located inside the box.






































