PcCredit Watchdog System

Switch Settings & Connection

Firmware Version WTCV1-0

Small Relay Function

	Dip Switch 1
	Function

	Off
	Small Relay Closes Momentarily

	On
	Small Relay Stays Closed, Once Energized


Time before Small Relay is energized, after a Reset

	Dip Switch 2
	Dip Switch 3
	Function

	Off
	Off
	2 Seconds

	On
	Off
	5 Seconds

	Off
	On
	16 Seconds

	On
	On
	18 Seconds


Time before Watchdog starts to look for “Valid Communication” Pulses

	Dip Switch 4
	Dip Switch 5
	Function

	Off
	Off
	45 Seconds

	On
	Off
	2 Minutes

	Off
	On
	3 Minutes

	On
	On
	5 Minutes


Time Watchdog will keep looking for Valid Pulses

	Dip Switch 6
	Function

	Off
	45 Seconds

	On
	130 Seconds


Big Relay On Time

	Dip Switch 7
	Function

	Off
	2 Seconds

	On
	16 Seconds


Small Relay On Time (Assuming DIP Sw.1 not made)
	Dip Switch 8
	Function

	Off
	2 Seconds

	On
	16 Seconds


J1 (ICP) Connector

	Pin
	Function

	1
	Not Connected

	2
	+5V Supply

	3
	0V Supply

	4
	Not Connected

	5
	Valid Communication Pulse (5V Logic Level)


J2 (RLY1) Connector

	Pin
	Function

	1
	Normally Closed

	2
	Common

	3
	Normally Open


J3+J4 are the Mains In Mains Out Connectors, and can be transposed.

